
Pin No. Name Type Description

11 CTS# Input Clear To Send Control Input / Handshake Signal.

12 CBUS4 I/O
Configurable CBUS output only Pin. Function of this pin is configured in
the device internal EEPROM. Factory default configuration is SLEEP#. See
CBUS Signal Options, Table 3.99.

13 CBUS2 I/O
Configurable CBUS I/O Pin. Function of this pin is configured in the
device internal EEPROM. Factory default configuration is TXDEN. See
CBUS Signal Options, Table 3.99.

14 CBUS3 I/O

Configurable CBUS I/O Pin. Function of this pin is configured in the
device internal EEPROM. Factory default configuration is PWREN#. See
CBUS Signal Options, Table 3.99. PWREN# should be used with a 10kΩ
resistor pull up.

22 CBUS1 I/O
Configurable CBUS I/O Pin. Function of this pin is configured in the
device internal EEPROM. Factory default configuration is RXLED#. See
CBUS Signal Options, Table 3.99.

23 CBUS0 I/O
Configurable CBUS I/O Pin. Function of this pin is configured in the
device internal EEPROM. Factory default configuration is TXLED#. See
CBUS Signal Options, Table 3.99.

Table 3 .4 UART I nterface and CUSB Group ( see note 3 )


